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Light Brownish Gray Lean Clay (CL) (10YR 6/2)
Medium stiff, dry, 95% clay, 5% silt (Fill)

@9 ft.: Slight oxidation staining

@10 ft.: Moist

Olive Brown Weathered Claystone (2.5Y 4/3)
Moderately fractured, moderately strong,
moderately weathered, moist, slight oxidation
staining, mottled with a very dark gray (2.5Y 3/1)

@25 ft.: Change to Light Brownish Gray (2.5Y
6/2) Moderately hard to hard, oxidation staining
along fractures, slight manganese oxide staining

@32 ft.: Abundant oxidation staining, slight
manganese staining

4" DIA SCH 40
PVC CASING: +2
to 40 ft.

8.5" DIA
BOREHOLE: 0 to
71 ft.

BENTONITE-
CEMENT SEAL: 0
to 32 ft.

BENTONITE-
CHIP SEAL: 32 to
36.9 ft.
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@43 ft.: Improved core quality, 60° fracture,
visible oxidation along bedding planes, slight
manganese staining

@49 ft.: 50° fracture

@52.7-53.2 ft.: Subhorizontal to 30° fractures,
decrease in oxidation staining

Dark Bluish Gray Unweathered Claystone (5B
4/1) Very to occasionally fractured, moderately
hard, strong, little weathering
@61 ft.: Possible vertical fracture
@62.5-63.5 ft.: Vertical fracture

Bottom of boring at 64 feet.
Hole opened to 71 feet prior to installation of
monitoring well.

MEDIUM
AQUARIUM
SANDPACK: 36.9
to 61.5 ft.

4" DIA SLOTTED
CASING (0.05"):
40 to 60 ft.

BOTTOM WELL
CAP: 60 ft.
HOLE CLEANED
OUT TO 61.5 ft.

BENTONITE-
CHIP SEAL: 61.5
to 71 ft.
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